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Item
Code

Description

Unit

Rate -LKR

Dm-29

Removing and stacking PVC or Zn/Al Down pipes, old or decayed, from existing building

53.00

Ew-23

Temporary shoring with 6mm thick steel plate with 2" diameter GI pipes vertically driven at
307 ¢/c permissible intervals and steel plate inserted between earth and pipes to the depth
upto 8’ as per drawing no SPES/Rate 23/ Ew 23 .(contractor shall submit method statement to
engineer’s approval before excavation)

m

1,277.00

Bk-10

Cons. of soakage pit 1200 x 1200 x 2700 mm ( 8'-6" ) invert depth, ( 8'-6" deep from the
sewer pipe ) Brick walls 225 mm thick in 1:5 ct: sand mortar, including 1:2 ct, & sand
plastering 1/2" thick finished smooth with neat ct. floating up to a depth of 6" below from
the invert level of the sewer pipe & surrund the con. pad . Concreting Ring beam, cover slab
and pad ( curb ) with 1:2:4( 3/4") conc. mixture. Reinforcing cover slab with 10.0 mm
twisted deformed steel @ 6" cts. bothways and plastering curb 1:3 ct. & sand, 1/2" thick
finished smooth with neat ct. floating 6" below ground level.inc: 2 nr of 10mm dia lifting
handles (as per Draw No.SPES/Rate23/Bk-10.)

nr

168,115.00

Bk-11

Construction of urinal pit - 900 x 900 x 2400 mm ( 8'-0" ) invert depth,( 8'-0" deep from the
sewer pipe) Brick walls 225 mm thick in 1:5 ct: sand mortar, including 1:3 ct, & sand
plastering 1/2" thick finished smooth with neat ct. floating up to a depth of 6" below from
the invert level of the sewer pipe. Concreting cover slab and pad ( curb ) with 1:2:4( 3/4")
conc. mixture. Reinforcing cover slab with 10.0 mm twisted deformed steel @ 6" cts. both
ways and plastering curb 1:3 ct. & sand, 1/2" thick finished smooth with neat ct. floating ,
with 2 nos lifting handles. (as per Draw No.SPES/Rate23/Bk-11.)

nr

121,357.00

Bk-12

Supplying & installing Cement Concrete Hume pipe sokage pit with precast cover slab -( 900
dia x 2250 mm hight) ,( 6'-0" deep from the sewer pipe). Rate to include for 225 mm thick in
1:5 ct: sand mortar Brick walls , around top of hume pipe & including 1:3 ct, & sand
plastering 1/2" thick finished smooth with neat ct. floating up to a depth of 6" below from
the invert level of the sewer pipe . Concreting pad ( curb ) on brick wall with 1:2:4( 3/4")
conc. mixture and plastering curb 1:3 ct. & sand, 1/2" thick finished smooth with neat ct.
floating . (as per Draw No.SPES/Rate23/Bk-12.)

nr

106,170.00

Bk-13

Manhole 2'-0"x 2'-0"x 2'-0" ( internally) concreting base 4" thick & channels with
1:2:4 ( 3/4" ) ct. concrete including 2" thick, concrete screed with 1:3:6 (1" ) con.
mixture.9" brick wall with 1:5 ct. mortar. Internally Plastered with 1:3, 3/4" thick ct.
mortar with water proofing compound 10% (by cement) weight of cement as super
latex 302 or equivalent finished smooth with neat ct. floating including channels &
Pad plaster 1:3, 1/2" thick finished smooth with cement floating.shall be water tight.
Rate to include for concrete cover slab 3" thick with 1:2:4 ( 3/4" ) con. mixture r/f
with.10 mm dia. T.S rods @ 6" c/s. both ways, with 2 nos lifting handles. (as per
Draw No.SPES/Rate23/Bk-13 )

nr

39,679.00

Bk-14

Manhole 3'-6"x2'-0"x2'-0"( internally)concreting base 4" thick & channels with
1:2:4(3/4") ct. concrete Including 2" thick concrete screed with 1:3:6(1") con.
mixture. 9" brick wall with 1:5 ct. mortar & internally Plastered with 1:3, 3/4" thick ct.
mortar with water proofing compound 10% (by cement) weight of cement as super
latex 302 or equivalent finished smooth with neat ct. floating including channels &
Pad plaster 1:3,1/2" thick finished smooth with cement floating. Rate to include for
concrete cover slab 3" thick with 1:2:4(3/4") con. mixture r/f with,10mm dia. T.S. rods
@ 6" c/s. both ways, with 2 nos lifting handles.(Draw No.SPES/Rate23/Bk-14)

nr

54,543.00




Bk-15

Manhole 1'-6"x 1-6"x 1'-3" ( internally) concreting base 4" thick & channels with
1:2:4 ( 3/4" ) ct. concrete including 2" thick, concrete screed with 1:3:6 (1") con.
mixture. 4" concrete wall with 1:2:4 ( 3/4" )con. mixture . Internally Plastered with
1:3, 3/4" thick ct. mortar with water proofing compound 10% (by cement) weight of
cement as super latex 302 or equivalent finished smooth with neat ct. floating
including channels & Pad plaster 1:3, 1/2" thick finished smooth with cement
floating.shall be water tight. Rate to include for concrete cover slab 3" thick with
1:2:4 ( 3/4" ) con. mixture r/f with.10 mm dia. T.S rods @ 6" c/s. both ways, with 2
nos lifting handles. (as per detail Draw No.SPES/Rate23/Bk-15.)

nr

18,017.00

Bk-16

Septic tank for 25 persons(8'-0" x 2'-6" x 4'- 6" ) deep from the invert depth ). L1- 9'-
0" ,L2-2'-6" & d - 4' -6" Dimension of septic tank with 9" thk Brick wall.(must be
watertight) Rate to include for rainforced concrete cover slab with 1:2:4 ( 3/4" ) con.
mixture , with 4 nos lifting handles, including plaster1:3, 3/4" thick ct. mortar with
water proofing compound 10% (by cement) weight of cement as super latex 302 or
equivalent & pad plaster 1:3 1/2" thick finished smooth(must be applied two coats of
anticorosive to handles). Septic tank should be filled with water up to TW level
before using(Draw No.SPES/Rate23/Bk-16)

nr

226,598.00

Bk-17

Septic tank for 50 persons ( 9'-9" x 3'-0" x 5 '- 0" deep from the invert depth ). L1- 5'-
6" ,L2-3'-6" L3-3'-0" & d- 5' -0" Dimension of septic tank.(must be watertight )Rate
to include for 75mm thick reinforced concrete cover slab with 1:2:4 ( 3/4" ) con.
mixture , with 4 nos lifting handles, including plaster 1:3, 3/4" thick ct. mortar with
water proofing compound 10% (by cement) weight of cement as super latex 302 or
equivalent & pad plaster 1:3 1/2" thick finished smooth(must be applied two coats of
anticorosive to handles). Septic tank should be filled with water up to TW level
before using(Draw No.SPES/Rate23/Bk-17)

nr

320,394.00

Bk-18

Septic tank for 100 persons ( 13'-9" x 3'-6" x 5 '- 0" deep from the invert depth ). L1-
8-6" L2-4'-6", L3- 3'-6" & d- 5' -0" Dimension of septic tank.(must be watertight
)Rate to include for 75mm thick reinforced concrete cover slab with 1:2:4 ( 3/4" )
con. mixture , with 4 nos lifting handles, including plaster 1:3, 3/4" thick ct. mortar
with water proofing compound 10% (by cement) weight of cement as super latex
302 or equivalent & pad plaster 1:3, 1/2" thick finished smooth(must be applied two
coats of anticorosiveto handles). Septic tank should be filled with water up to TW
level before using(Draw No.SPES/Rate23/Bk-17)

nr

433,408.00

Bk-19

Supplying & installing precast Septic tank(approved by engineer) for 20 persons (8'-
0" long & 4-0" dia. ) .(must be watertight) Rate to include for two nr. brick
chamber with rainforced concrete cover slab with 1:2:4 ( 3/4" ) con. mixture , with 2
nos lifting handles, including concrete pad on the chamber & plastered with 1:3, 1/2
thick plaster finished smooth(must be applied two coats of anticorosive to handles).
Septic tank should be filled with water up to TW level before using(Draw
No.SPES/Rate23/Bk-19)

nr

123,794.00

Ct-05

Cement concrete 1:3:6(1 1/2"), above 3.00 m3 (Shuttering paid separately) incl:
curing(Grade15)

m3

28,424.00

Ct-07

Plum concrete -1:3:6(1") concrete up to 3.0 m3 with 20% volume of 4" x 6" Rubble (
shuttering paid separately) Rate to include vibrator, pilling plums and curine.

m3

24,607.00

Ct-08

Plum concrete -1:3:6(1") concrete above 3.0 m3 with 20% volume of 4" x 6"
Rubble. (shuttering paid separately) Rate to include vibrator, pilling of plumbs &
curing.

m3

19,218.00

Ct-13

Drain for Calicut tile roof with 1200mm eave in front & back side, 900mm eave in
gable sides -300mm internal width and minium starting depth 150mm drain,75mm
thick cement concrete in 1:21/2:5 (1) mix: to required slop (20feet to 1 inch) ,
cement rendering, 1/2" thick, 1:3 cement sand motor finished smooth with neat
cement floating including curing. (As per detail drawing No SPES/Rate 23/Ct-13

4,540.00
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Ct-15

Drain for single storied building Corrugated asbestos sheet roof with 900mm eave in
front back & 900mm eave in gable sides, 225mm internal width and minium starting
depth 150mm drain, 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix: to required
slop (20feet to 1 inch) , cement rendering, 1/2" thick, 1:3 cement sand motor
finished smooth with neat cement floating including curing.(Sigle storied building)(As
per detail drawing No SPES/Rate 23/Ct-15)

4,383.00

Ct-17

Drain for single storied building calicut tile roof with 900mm eave in front ,back &
900mm eave in gable sides225mm internal width and minium starting depth 150mm
drain,cement concrete in 1:21/2:5 (1") 75mm thick mix: to required slop (20feet to 1
inch) , cement rendering, 1/2" thick, 1:3 cement sand motor finished smooth with
neat cement floating including curing.(Sigle storied building) (As per detail drawing
No SPES/Rate 23/Ct-17)

m

4,492.00

Ct-19

Drain for Corrugated asbestos sheet Hip roof with 1200mm eave in front , back &
gable sides -300mm internal width and minium starting depth 150mm drain,75mm
thick cement concrete in 1:21/2:5 ( 1" ) mix: to required slop (20feet to 1 inch) ,
cement rendering, 1/2" thick, 1:3 cement sand motor finished smooth with neat
cement floating including curing. (As per detail drawing No SPES/Rate 23/Ct-19)

4,703.00

Ct-21

Drain for Calicut tile Hip roof with 1200mm eave in front , back & gable sides -
300mm internal width and minium starting depth 150mm drain,75mm thick cement
concrete in 1:21/2:5 (1" ) mix: to required slop (20feet to 1 inch) , cement
rendering, 1/2" thick, 1:3 cement sand motor finished smooth with neat ement
floating including curing. (As per detail drawing No SPES/Rate 23/Ct-21)

4,704.00

Ct-23

Drain for single storied building Asbestos sheet Hip roof with 900mm eave in front
,back & gable sides -225mm internal width and minium starting depth 150mm

drain, 75mm thick cement concrete in 1:21/2:5 (1" ) mix: to required slop (20feet to
1 inch) , cement rendering, 1/2" thick, 1:3 cement sand motor finished smooth with
neat cement floating including curing. (As per detail drawing No SPES/Rate 23/Ct-
23)

m

4,383.00

Ct-25

Drain for single storied building calicut tile Hip roof with 900mm eave in front ,back &
gable sides -225mm internal width and minium starting depth 150mm drain,75mm
thick cement concrete in 1:21/2:5 (1" ) mix: to required slop (20feet to 1 inch) ,
cement rendering, 1/2" thick, 1:3 cement sand motor finished smooth with neat
cement floating including curing. (As per detail drawing No SPES/Rate 23/Ct-25)

3,993.00

Ct-27

Ramp & drain for Asbestos sheet roof with 1200mm eave in front & back side,
900mm eave in gable sides-300mm internal width and minium starting depth 150mm
drain & ramp 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required slop
(20feet to 1 inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement, sand
mortar finished smooth with neat cement floating including curing, Rate to include
expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
825mm,long side ramp width 900mm (As per detail drawing No SPES/Rate 23/Ct-11)

7,622.00

Ct-28

Ramp & drain for Calicut tile roof with 1200mm eave in front & back side, 900mm
eave in gable sides-300mm internal width and minium starting depth 150mm drain &
ramp 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required slop (20feet to
1inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement, sand mortar
finished smooth with neat cement floating including curing, Rate to include
expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
825mm,long side ramp width 800mm (As per detail drawing No SPES/Rate 23/Ct-13)

7,115.00

Cxle
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Ct-29 |Ramp & drain for single storied building Corrugated asbestos sheet roof with

900mm eave in front ,back & 900mm eave in gable sides-225mm internal width and
minium starting depth 150mm drain & ramp 75mm thick cement concrete in 1:21/2:5
(1") mix:to required slop (20feet to 1 inch). Drain & ramp Cement rendering 1/2"
thick 1:3 cement, sand mortar finished smooth with neat cement floating including
curing, Rate to include expansion joints at every 20'-0' intervals for ramp.( Gable
side ramp width 738mm,long side ramp width 663mm (As per detail drawing No
SPES/Rate 23/Ct-15)

m 6,429.00

Ct-30 |Ramp & drain for single storied building calicut tile roof with 900mm eave in front
back & 900mm eave in gable sides-225mm internal width and minium starting depth
150mm drain & ramp 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required
slop (20feet to 1 inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement,
sand mortar finished smooth with neat cement floating including curing, Rate to
include expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
738mm,long side ramp width 738mm (As per detail drawing No SPES/Rate 23/Ct-17)

6,675.00

Ct-31  [Drain for Corrugated asbestos sheet Hip roof with 1200mm eave in front , back &
gable sides-300mm internal width and minium starting depth 150mm drain & ramp
75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required slop (20feet to 1
inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement, sand mortar
finished smooth with neat cement floating including curing, Rate to include m 7,567.00
expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
900mm,long side ramp width 900mm (As per detail drawing No SPES/Rate 23/Ct-19)

Ct-32  [Drain for Calicut tile Hip roof with 1200mm eave in front , back & gable sides-
300mm internal width and minium starting depth 150mm drain & ramp 75mm thick
cement concrete in 1:21/2:5 ( 1" ) mix:to required slop (20feet to 1 inch). Drain &
ramp Cement rendering 1/2" thick 1:3 cement, sand mortar finished smooth with
neat cement floating including curing, Rate to include expansion joints at every 20'-  |m 7,258.00
0'"intervals for ramp.( Gable side ramp width 800mm,long side ramp width 800mm
(As per detail drawing No SPES/Rate 23/Ct-19)

Ct-33  [Drain for single storied building Asbestos sheet Hip roof with 900mm eave in front
,back & gable sides -225mm internal width and minium starting depth 150mm drain
& ramp 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required slop (20feet
to 1inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement, sand mortar
finished smooth with neat cement floating including curing, Rate to include m 6,745.00
expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
738mm,long side ramp width 738mm (As per detail drawing No SPES/Rate 23/Ct-23)

Ct-34  |Drain for single storied building Calicut tile Hip roof with 900mm eave in front ,back
& gable sides -225mm internal width and minium starting depth 150mm drain &
ramp 75mm thick cement concrete in 1:21/2:5 ( 1" ) mix:to required slop (20feet to
1inch). Drain & ramp Cement rendering 1/2" thick 1:3 cement, sand mortar
finished smooth with neat cement floating including curing, Rate to include m 6,111.00
expansion joints at every 20'-0' intervals for ramp.( Gable side ramp width
663mm,long side ramp width 663mm (As per detail drawing No SPES/Rate 23/Ct-25)

Ct-36  [Cement concrete 1:2:4(3/4") (Gr.20 concrete) (R/F and Shuttering paid

4,
separately)incl: curing( manual mixing up to 3m3 ) m3 32,174.00

Ct - 52 |Concrete work table with 1:2:4(3/4") con. mixture 3" thick R/F with 10mm dia: tore
steel at 150mm c/c bothways including 15mm plywood formwork to achieve the m 7,955.00
smooth finish of the soffit.




FW-01

Shuttering for plum concrete by using 15mm thick plywood sheets. Flywood board
should be fixed to timber frame with 4"x2" timber vertically at 600mm c/c and 50x50mm
timber horizontally at 600mm c/c.Prepared shuttering board should be fixed to required
measurements by using 8nr G.I. pipes,(2nr pipes at bottom,2nr pipes on top for both
sides) 10nr Acro jacks,10mm dia: thread bars,1" P cone and form ties at 1200mm c/c
horizontally (minium 2 layers for a board).( Rate to include 100mm high 3mm thick
sponge layer stick on one side to concrete wall at every lapping face, 1/2" dia: conduit
for covering thread bars,mould oil,and dismantiling same when required.) (2/16'-0"x9'-
6"=304.00 ft2)(As per detail Drawing No SPES/Rate 23/Fw-01)Assure smooth surface
finish used plywood sheet

1,258.00

FW-09

Shuttering for column shaft 225x225mm including 2mm iron plate and 25mm x 25mm
x3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to include U
clips,acro jacks.and dismantling same when required (Rate to include 100mm high
3mm thick sponge layer stick on around concrete column at every lapping face ) -(As
per detail Drawing No SPES/Rate 23/Fw-09)Ground floor

2,131.00

FW-09a

Shuttering for column shaft 225 x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-First floor

2,174.00

FW-09b

Shuttering for column shaft 225mm x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-Second floor

2,195.00

FW-09c¢

Shuttering for column shaft 225 x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)J(As per detail Drawing No SPES/Rate 23/Fw-09)-Third floor

2,217.00

FW-10

Shuttering for column shaft 300 x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09) -Ground floor

1,835.00

FW-10a

Shuttering for column shaft 300 x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c¢/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-First floor

1,871.00

FW-10b

Shuttering for column shaft 300mm x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-Second floor

1,890.00

FW-10c

Shuttering for column shaft 300 x225mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-Third floor

1,908.00

FW-11

Shuttering for column shaft 300 x300mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09) -Ground floor

1,604.00

(84




FW-11a

Shuttering for column shaft 300 x300mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)J(As per detail Drawing No SPES/Rate 23/Fw-09)-First floor

1,636.00

FW-11b

Shuttering for column shaft 300mm x300mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
)(As per detail Drawing No SPES/Rate 23/Fw-09)-Second floor

1,652.00

FW-11c

Shuttering for column shaft 300 x300mm including 2mm iron plate and 25mm x
25mmx3mm angle iron welded to bended plate horizontally at 300mm c/c. Rate to
include U clips,acro jacks.and dismantling same when required( Rate to include 100mm
high 3mm thick sponge layer stick on around concrete column at every lapping face
J(As per detail Drawing No SPES/Rate 23/Fw-09)-Third floor

1,668.00

FW-19

Shuttering for beam sides & soffit in 15 mm thk plywood sheets ,Class (lI) timber, joists
and necessary props etc. (Rate to include dismantling same when required) ground
floor to 1st floor

4,288.00

FW-19a

Shuttering for beam sides & soffitin 15 mm thk plywood sheets Class (l1) timber, joists
and necessary props etc. (Rate to include for dismantling same when required) 1st floor
to 2nd floor

4,374.00

FW-19b

Shuttering for beam sides & soffitin 15 mm thk plywood sheets Class (1) timber, joists
and necessary props etc. (Rate to include for dismantling same when required) 2nd
floor to 3rd floor

4,417.00

FW-19c¢

Shuttering for beam sides & soffitin 15 mm thk plywood sheets Class (I1) timber, joists
and necessary props etc. (Rate to include for dismantling same when required) 3rd floor
to 4th floor

4,460.00

Fw-20

Shuttering for beam sides & soffit in 15 mm thk plywood sheets.Flywood sheet should
be fixed to timber frame with 2" x 2" timber Class (Il) horizontally at top ,bottom and
vertically at 600mm c/c.Prepared shuttering boards shall be fixed to beam inner width
by using 4nr G.|. pipes (2nr pipes for both sides) 2"x 2" Class (Il) timber joists,
necessary acro jacks at 600mm c/c, 10mm dia: thread bars ,1" P cone & form ties at
1200mm c/c etc. (Rate to include dismantling same when required) ground floor to 1st
floor

4,283.00

Fw-20a

Shuttering for beam sides & soffit in 15 mm thk plywood sheets.Flywood sheet should
be fixed to timber frame with 2" x 2" timber Class (1) horizontally at top ,bottom and
vertically at 600mm c/c.Prepared shuttering boards shall be fixed to beam inner width
by using 4nr G.I. pipes (2nr pipes for both sides) 2"x 2" Class (IlI) timber joists,
necessary acro jacks at 600mm c/c, 10mm dia: thread bars ,1" P cone & form ties at
1200mm c/c etc. (Rate to include dismantling same when required) 1st floor

4,368.00

Fw-20b

Shuttering for beam sides & soffit in 15 mm thk plywood sheets.Flywood sheet should
be fixed to timber frame with 2" x 2" timber Class (Il) horizontally at top ,bottom and
vertically at 600mm c/c.Prepared shuttering boards shall be fixed to beam inner width
by using 4nr G.I. pipes (2nr pipes for both sides) 2"x 2" Class (ll) timber joists,
necessary acro jacks at 600mm c/c, 10mm dia: thread bars ,1" P cone & form ties at
1200mm c/c etc. (Rate to include dismantling same when required) 2nd floor

4,411.00

Fw-20c

Shuttering for beam sides & soffit in 15 mm thk plywood sheets.Flywood sheet should
be fixed to timber frame with 2" x 2" timber Class (ll) horizontally at top ,bottom and
vertically at 600mm c/c.Prepared shuttering boards shall be fixed to beam inner width
by using 4nr G.I. pipes (2nr pipes for both sides) 2"x 2" Class (Il) timber joists,
necessary acro jacks at 600mm c/c, 10mm dia: thread bars ,1" P cone & form ties at
1200mm c/c etc. (Rate to include dismantling same when required) 3rd floor

4,454.00

Pa-38

Supplying and paving (220x 110mm)80 mm thk Gr 30(30N/mm2  Uni Model inter
locking concrete block(Rate to include transporting & paving on 50 mm height Quarry
dust layer)

4,812.00




Pa-39

Supplying and paving (200x 100mm)80 mm thk Gr 30(30N/mm2  C obble inter locking
concrete block(Rate to include transporting & paving on 50 mm height Quarry dust layer)

m

6,215.00

P1-20

3/4" thick in cement,sand 1:3 with Water proofing compound(10% by weight of
cement)as super latex-302 or equvalent finished smooth with cement floating

3,657.00

El-29

Supplying and fixing approved quality. Electric bell with Bell push switch including
necessary concealed conduit wiring as per working order.(Make Bell -
POLYCROME)(Switch - ACL/Kevilton/Krypton/Orange/Chint)) (Cable-
ACL/Orange/Ruhunu/Sierra) (fittings- Kevilton/krypton/Orange/Polycrome)[ Cable SLS
733, Switch SLS 1000 ](Bell prime cost Rs.1095.65)

nr

6,959.00

EI-30

Supply and Fixing 6 W LED Panel light (recess /square/circular type) Day light two
years warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

2,760.00

El-31

Supply and Fixing 12 W LED Panel light (recess /square circuler/type) Day light two
years warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

3,6562.00

EI-32

Supply and Fixing 18 W LED Panel light (recess /square circuler/type) Day light two
year warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

4,403.00

El-33

Supply and Fixing 6 W LED Panel light (Surface mounted/square/circuler type) Day
light two years warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

2,961.00

El-34

Supply and Fixing 12 W LED Panel light (Surface mounted/square/circuler type) Day
light two years warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

3,937.00

EI-35

Supply and Fixing 18 W LED Panel light (Surface mounted/square/circuler type) Day
light two years warranty with all complete as per instruction ( Bulb - Green electric ECO
smart/Orange electric ECO LED) efficacy : 85 lumen / W or above

nr

4,886.00

EI-36

Supply and Fixing concealed 1Nr point wiring(PVC) including 1/1.13 1mm2 1Cx2 wire/
gang switch/ sunk box and fixing materials. All complete as per instruction. (Switch -
ACL/Kevilton/Krypton/Orange/Chint) (Cable-ACL/Orange/Ruhunu/Sierra) (fittings-
Kevilton/krypton/Orange/Polycrome)

nr

4,514.00

El-37

Dismantling O1 Nr Lamp point / Socket out let / ceiling fan point - including all wiring ,
conduits, accessories..etc.

nr

257.00

El-44

Supply and fixing 4 gang switch include sunk box, wall plug & screws. all complete as
per the instruction.(Switch - ACL/Kevilton/Krypton/Orange/Chint) (fittings-
Kevilton/krypton/Orange/Polycrome)

nr

1,708.00

El-48

Supplying and fixing consumer unit 06 way surface mounted M.C.B type (incl.32 Amp.
D.P MCB,40 Amp/30 mA-D.P RCCB, 6 nrs M.C.B (6 Amp.-16 Amp.)700 encloser box
& bus bar fixing Philips screws (MCB-Make -Orange electric 10kA/
Schneider/ABB/Chint NXB 63) (RCCB Make -Orange electric
10kA/Schneider/ABB/Chint NL1) (Enclosure- Polychrome) QOriginal Makes with
company warranty Certificate. all complete as per instruction

nr

22,054.00

El-58

Supplying & laying 25mm (0-1") conduits including(junction box / bend/ sheeting
materials/ Solvent cement...etc.)All complete as per instruction (make conduit -
(Polychrome/Keviltol/Krypton) (Junction Box - Polychrome/Keviltol/Krypton)

304.00

EI-59

Supplying & laying 25mm (0-1") conduits including(DEEP MOUNTING junction box /
bend/ Solvent cement...etc.)All complete as per instruction (make conduit -
Polychrome/Keviltol/Krypton) (DEEP MOUNTING Junction Box -
Polychrome/Keviltol/Krypton)

323.00

El-60

laying 26mm (0-1") conduits inside the slab all complete as per the instruction

4

102.00




El-61

Supplying and fixing 1/1.13 2 x 1C (Cu/PVC/PVC) single phase Wire ( 1 mm2) [
(Cable-ACL/Orange/Ruhunu/Sierra) - Cable SLS 733 ]

181.00

EI-77

Supplying and fixing 7/2.14 (Cu/PVC)(25- mm2) Earth wire. All Complete as per
Instruction (Cable -ACL/Orange/Ruhunu/Sierra)

2,793.00

EI-78

Supplying and fixing 19/1.53 (Cu/PVC)(35- mm2) Earth wire. All Complete as per
Instruction (Cable -ACL/Orange/Ruhunu/Sierra)

3,621.00

EI-79

Supplying & fixing 7/1.04(6mm2) , 2 core (Cu/PVC/PVC) (single phase main wire) &
7/1.04(6mm2) earth wire , incl: PVC conduit all complete as per instruction(Cable-
ACL/Orange/Ruhunu/Sierra)(Conduit - Kevilton/ Krypton/Polycrome) [ Cable SLS 733 ]

1,670.00

EI-80

Supplying & fixing 7/1.04(6mm2)(Cu/PVC/PVC) , 1 core x 2 (single phase main wire) &
7/1.04(6mm2) earth wire , incl: PVC conduit all complete as per instruction (Cable-
ACL/Orange/Ruhunu/Sierra) (Conduit - Kevilton/ Krypton/Polycrome) [Cable SLS 733 ]

1,644.00

El-81

Supplying & fixing 7/1.04(6mm2) ,4 x 1c¢ ,three phase main wire incl: PVC conduit all
complete as per instruction (Cable - ACL/Orange/Ruhunu/Sierra) (Conduit - Kevilton/
Krypton/Polycrome)- Cable SLS 733

2,339.00

El-82

Supplying & fixing 7/1.35(10 mm2) (Cu/PVC/PVC), 4 x 1C ,three phase main wire incl:
PVC conduit all complete as per instruction (Cable - ACL/Orange/Ruhunu/Sierra)
(Conduit - Kevilton/ Krypton/Polycrome)- Cable SLS 733 ]

3,781.00

EI-83

Supplying & fixing 7/1.70(16mm2)(Cu/PVC/PVC) , 4 x 1C ,three phase main wire incl:
PVC conduit all complete as per instruction (Cable - ACL/Orange/Ruhunu/Sierra)
(Conduit - Kevilton/ Krypton/Polycrome) Cable SLS 733 |

5,630.00

El-84

Supplying & fixing 7/1.04(6mm2)(Cu/PVC/PVC) ,4 x 1C ,three phase main wire &
7/1.04 (6Bmmz2) earth wire incl: PVC Conduit all complete as per instruction (Cable -
ACL/Orange/Ruhunu/Sierra) (Conduit - Kevilton/ Krypton/Polycrome)- Cable SLS 733

2,829.00

EI-85

Supplying & fixing 7/1.35(Cu/ PVC/PVC)(10mm2) ,4 x 1C three phase main wire &
7/1.35 (10mm2) earth wire incl: PVC Conduit all complete as per instruction(Cable -
ACL/Orange/Ruhunu/Sierra) (Conduit - Kevilton/ Krypton/Polycrome)

4,599.00

El-86

Supply and Fixing 7/0.67 (Cu/PVC/PVC)2.5mm2 1 core x 2 cables and 7/0.67 2.5
mm2 Earth wire including P.V.C. trunking ( 20 mm x 12.5 mm ). All complete as per
instruction (Cable - ACL/Orange/Ruhunu/Sierra) (PVC trunking - Kevilton/
Krypton/Polycrome)

838.00

EI-87

Supply and Fixing 7/0.85 (Cu/ PVC/PVC) 4mm2 1 core x 2 cables and 7/0.67 2.5 mm2
Earth wire including P.V.C. trunking (20 mm x 12.5 mm ). All complete as per
instruction (Cable - ACL/Orange/Ruhunu/Sierra) (PVC trunking - Kevilton/
Krypton/Polycrome)

1,100.00

EI-99

Supply and installation of 50 mm2 4core Armoured cable CU/XLPE/SWA/PVC including
manual excavation ( 0.45m (W) x 0.7m (H))/ back filing/ river sand filing (0.45m (W) x
0.2m(H))/ (300mm x 150mm x 50mm) 1:2:4 concrete tile bedding and all complete as
per the instruction (Cable - ACL/Orange/Ruhunu/Sierra)

m

20,199.00

EI-107

Supply and Fixing 25mm x 16mm PVC Trunking with wall plugs & screws. All
complete as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

292.00

EI-108

Supply and Fixing 40mm x 16mm PVC Trunking with wall plugs & screws. All complete
as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

487.00

El-109

Supply and Fixing 40mm x 25mm PVC Trunking with wall plugs & screws. All
complete as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

564.00

ElI-110

Supply and Fixing 50mm x 25mm PVC Trunking with wall plugs & screws. All
complete as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

663.00

El-111

Supply and Fixing 50mm x 50mm PVC Trunking with wall plugs & screws. All
complete as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

1,063.00

El-112

Supply and Fixing 50mm x 75mm PVC trunking with screws & wall plugs. All complete
as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

1,327.00




[

Supply and Fixing 100mm x 50mm PVC Trunking with wall plugs & screws. All
complete as per instruction (PVC trunking - Kevilton/ Krypton/Polycrome)

1,625.00

Supplying and fixing 40Amp/30mA/ 2 pole -RCCB (Make -Orange electric 10kA/
Schneider/ABB/Chint NL1) Original Makes with company warranty Certificate. all
complete as per instruction

nr

7,5647.00

El-123

Supplying and fixing 40 Amp/100mA/ 2 pole -RCCB (Make -Orange electric 10kA/
Schneider/ABB/Chint NL1) Original Makes with company warranty Certificate. all
complete as per instruction

nr

10,881.00

El-125

Supplying and fixing 4 pole 40 Amp / 100 mA -RCCB (Make -Orange electric 10kA/
Schneider/ABB/Chint NL1) Original Makes with company warranty Certificate. all
complete as per instruction

nr

14,865.00

El-126

Supplying and fixing 4 pole 40 Amp / 300 mA -RCCB (Make -Orange electric 10kA/
Schneider/ABB/Chint NL1) Original Makes with company warranty Certificate. all
complete as per instruction

nr

15,429.00

EI-137

Supplying and Fixing 500 ABC Enclosure Box (Surface mounted) fixed with brass
screws all complete as per Instruction.( Enclosure-Polychrome)

nr

2,100.00

El-142

Supply and fixing 10mm2 copper lugs 4 Nr including color caps using the crimping tool
due to cable fixing or connecting bus bar or MCB all complete as per the instruction.

nr

906.00

El-143

Supply and fixing 16mm2 copper lugs 4 Nr including color caps using the crimping tool
due to cable fixing or connecting bus bar or MCB all complete as per the instruction.

nr

990.00

El-154

Supply and Fixing 8.3m wooden pole(Eucalyptus) applied oil treated by state timber
corporation erection and installation. All complete as per instruction. Invoice or
certificate should be handed over to the office

nr

46,250.00

El-155

Supply and Fixing Stay wire and rod/ plate insulator assembly complete sets/
excavation and installation. All complete as per instruction.

nr

29,627.00

El-156

Supply and Fixing 7/1.35 10mm2 2core Aluminium main cable(Bl). All complete as per
instruction. (Cable-ACL/Orange/Ruhunu/Sierra)

670.00

ElI-157

Supply and Fixing 70 mm2/ 54.6mm2 1Cx4 Aerial Bundle Conductors (ABC) 3 phase.
Stringing and complete as per instruction. (Cable-ACL/Orange/Ruhunu/Sierra)

4,555.00

EI-158

Supply and Fixing 95mm2/ 70mm2 1Cx4 Aerial Bundle Conductors (ABC) 3 phase.
Stringing and complete as per instruction. (Cable-ACL/Orange/Ruhunu/Sierra)

5,594.00

Ro-01

Corrugated sheets asbestos fixed with 1/4"x7" j bolts and nuts with washers or 12 X 4
1/2"roofing screws to roof (Corrugated sheets available).

474.00

Ro-02

Corrugated asbestos sheets supplied and fixed to roof or wall on existing framework
with necessary roofing screws and limpet washers or hook bolts.

2,577.00

Ro-11

Approved Quality Corrugated Asbestos sheets roofing 1/4"x7" j bolt with nut & washers
on imported timber frame 150 x 75 mm purline ,150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(maximum span is 2.7m) and 50 x 50mm beares supplied
fixed complete including frame with applied two coats of clear wood preservative (100 x
50 mm rafter fixed in 750mm C/C) -Ridging measured separately. Ground floor. (Reffer
draw. No. SPES/Rate23/Ro-11)

10,367.00

Ro-11a

Approved Quality Corrugated Asbestos sheets roofing 1/4"x7" j bolt with nut & washers
on imported timber frame 150 x 75 mm purline ,150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters (rafter maximum Span 2.7m) and 50 x 50mm beares
supplied fixed complete including frame with applied two coats of clear wood
preservative (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured
separately.1st floor (Reffer draw. No. SPES/Rate23/Ro - 11a)

10,678.00

Ro-11b

Approved Quality Corrugated Asbestos sheets roofing 1/4"x7" j bolt with nut & washers
on imported timber frame 150 x 75 mm purline ,150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares
supplied fixed complete including frame with applied two coats of clear wood
preservative (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured
separately.2nd floor (Reffer draw. No. SPES/Rate23/Ro-11a )

10,885.00

C b
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Ro-11c

Approved Quality Corrugated Asbestos sheets roofing 1/4"x7" j bolt with nut & washers
on imported timber frame 150 x 75 mm purline ,150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares
supplied fixed complete including frame with applied two coats of clear wood
preservative (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured
separately.3rd floor (Reffer draw. No. SPES/Rate23/Ro-11a )

11,092.00

Ro-12

Approved Quality Corrugated Asbestos sheets roofing with 1/4"x7" j bolt nut & washers
on imported timber frame 150 x 756 mm purline 150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares
supplied fixed complete (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured
separately (Including Preservation of timber is achieved by Vacuum Pressure
Impregnation of the timber with preservatives, using the latest technology Such as CCB
by Bl Commodities & Logistics Pvt Ltd (certificate should be submitted). Ground floor.
(Reffer draw. No. SPES/Rate23/Ro-11)

10,511.00

Ro-12a

Approved Quality Corrugated Asbestos sheets roofing with 1/4"x7" j bolt nut & washers
on imported timber frame 150 x 75 mm purline 150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares supplied
fixed complete (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured separately
(Including Preservation of timber is achieved by Vacuum Pressure Impregnation of the
timber with preservatives, using the latest technology Such as CCB by Bl Commodities
& Logistics Pvt Ltd (certificate should be submitted). 1st floor (Reffer draw. No.
SPES/Rate23/Ro- 11a )

10,813.00

Ro-12b

Approved Quality Corrugated Asbestos sheets roofing with 1/4"x7" j bolt nut & washers
on imported timber frame 150 x 75 mm purline 150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares supplied
fixed complete (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured separately
(Including Preservation of timber is achieved by Vacuum Pressure Impregnation of the
timber with preservatives, using the latest technology Such as CCB by Bl Commaodities
& Logistics Pvt Ltd (certificate should be submitted). 2nd floor (Reffer draw. No.
SPES/Rate23/Ro- 11a)

11,014.00

Ro-12¢

Approved Quality Corrugated Asbestos sheets roofing with 1/4"x7" j bolt nut & washers
on imported timber frame 150 x 75 mm purline 150 x 75 mm wall plate 150 x 50 mm
ridge 100 x 50 mm rafters(rafter maximum Span 2.7m) and 50 x 50mm beares supplied
fixed complete (100 x 50 mm rafter fixed in 750mm C/C) -Ridging measured separately
(Including Preservation of timber is achieved by Vacuum Pressure Impregnation of the
timber with preservatives, using the latest technology Such as CCB by Bl Commodities
& Logistics Pvt Ltd (certificate should be submitted). 3rd floor (Reffer draw. No.
SPES/Rate23/Ro- 11a)

11,215.00

Ro-13

Approved Quality Corrugated Asbestos sheets HIP ROOFING 1/4"x7" j bolt nut &
washers on imported timber frame 150 x 75 mm purline 150 x 75 mm wall plate 150 x
50 mm ridge , 150x50mm hip rafters ,700x50 mm rafters(rafter maximum Span 2.7m)
and 50 x 50mm beares supplied fixed complete (100 x 50 mm rafter fixed in 750mm
C/C) ~(Hip rafters supported post & beams & Ridging paid separattly). (Including
Preservation of timber is achieved by Vacuum Pressure Impregnation of the timber with
preservatives, using the latest technology Such as CCB by Bl Commodities & Logistics
Pvt Ltd (certificate should be submitted). Ground floor. (Reffer draw. No.
SPES/Rate23/Ro- 13)

10,083.00

Ro-13a

Approved Quality Corrugated Asbestos sheets HIP ROOFING 1/4"x7" j bolt nut &
washers on imported timber frame 150 x 75 mm purline 150 x 75 mm wall plate 150 x
50 mm ridge , 150x50mm hip rafters ,100x50 mm rafters(rafter maximum Span 2.7m)
and 50 x 50mm beares supplied fixed complete (100 x 50 mm rafter fixed in 750mm
C/C) -(Hip rafters supported post & beams & Ridging paid separattly). (Including
Preservation of timber is achieved by Vacuum Pressure Impregnation of the timber with
preservatives, using the latest technology Such as CCB by Bl Commodities & Logistics
Pvt Ltd (certificate should be submitted). 1st floor (Reffer draw. No. SPES/Rate23/Ro-
13a)

10,372.00







